
drukomat plus
Oil-water-separator for condensate from compressed air

-	 preko-streamingfilter

-	 more efficiency at
	 higher capacity and 
	 longer filter use

Operating instructions

installer:	 	 	 	 	 ______________________________

from company:	 	 	 	 ______________________________

day of installation:	 	 	 ______________________________

drukomat 15 plus
drukomat 30 plus 
drukomat 31 plus
drukomat 61 plus
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  FUNCTIONS
	 1	 Condensate feed is possible both under pressure and 
		  pressure-less
		  The condensate is feed from the compressor, or the tank,
		  or the dryer if possible with pressure.
		  (4 connections 1/2“)

	 2	 Chamber for expansion and de-airation with filter
		  from activated charcoal to filter the exhaust air
		  This expansion and de-airation chamber assures a calm
		  surface in the separator, even if the condensate is fed 	
	 	 under pressure. The activated charcoal filter eleiminates 
		  the oil from exhaust air.

	 3	 Settling and floating chamber
		  This is where the mechanical separation of oil from water
		  takes place.

	 4	 NEW:   preko-filter - selfcleaning
		
	 5	 Settling and floating chamber

	 6	 End-stage filter
		
	 7	 Water discharge
		  The remaining oil content of the water discharged is less 	
		  than 10 mg/ltr. if the equipment is correctly dimensioned. 	
		  The water can be discharged directly into the sewers.

	 8	 Test valve
		  The test valve permits very simply to take discharge- water 	
		  samples

	 9	 Oil collect tank with overflow safe-guard

	 10	 Testset
		  Check glass and oil test paper (see check and maintenance 	
		  book)

	 11	 Document compartment
		  Operating instructions as well as the check- and 		
	 	 maintenance book are at the fingertips all the time.

	 12	 Level- and filtercontrol (optional)

		  a) Level-switch with potential free contact
		  b) complete with battery powered light and alarm
		      and potential free contact

	 13	 Heater (optional)

floating diagram of drukomat plus

drawing of drukomat plus

Technical data

Type

Compres -
sor

capacity in 
m³/min*

Dimensions (mm) Weight Connections
Filtering

heigth width depth kg
Condensate 

Inlet
Water 

dischar-
ge

Oil 
dischar-

ge
Air Water

drukomat 15plus 15-25 1160 620 520 45 4x 1/2“ 1“ 1“ 1088L w15+

drukomat 30plus 30-50 1160 850 520 65 4x 1/2“ 1“ 1“ 1088L w30+

drukomat 31plus 40-60 1160 850 520 70 4x 1/2“ 1“ 1“ 1088L w31+

drukomat 61plus 60-100 1450 1300 1000 100 4x 1/2“ 2“ 2“ 1088L w61+



Place of installation: 	 clean and freeze-proof,Sauber und frostfrei on level, horizontal surface
	 Important: do not place in direct sunlight

Input of the condensate: 	 The condensate can be fed with or without pressure.

Connections:	 drukomat 15 plus	 drukomat 30/31 plus	 drukomat 61 plus

	 Condensate inlet:		  4x 1/2“		  4x 1/2“		  4x 1/2“
	 Oil outlet:	  	 1“	  	 1“	  	 2“
	 Water outlet:	  	 1“	  	 1“	  	 2“

              Important:	 The hose connectors at the condensate inlets are expansion nozzles and must not be 	
	 removed, when condensate is fed with pressure. When condensate is fed without 	
		 pressure, these nozzles should be replaced by connectors customary in the trade.

Start-up:	 Unsrew the lid, fill with the device with water until water runs out of the water outlet 	
	 (7). Press down the filter. The waterinlet into the filterroom has to be free. Srew the lid 	
	 back on. The drukomat plus is now ready for operation.
		
Condensate flow rate: 	 Depending on the type of compressor and the type of oil used in the compressor. For 	
	 further information see „technical information“ (page 6).
	 The condensate must be fed continously. Any sporadic input of large quantities (eg. 	
	 when emptying the tank by hand) should be avoided.  

Operation:	 In the main chambers, which are accesssible after the removal of the lid, there is a 	
	 moveable 90° elbow for the oil output. Depending on the density of the oil, an oilfilm of 	
	 different thickness builds up. A very light opi causes a „high oil level“, the 90° bend of 	
	 the tab should then be upright. The heavier the oil, the more the tab has to b bent 	
	 sideways, but only so far that no water will run out of the outlet.
	 This adjustment can only be done aftre certain time of operation, as the oilfilm 	
	 takes time to build up!
					   
Waste oil:	 The waste oil flows out through tube (9) to which an oil drain hose will be connected, 	
		  leading to an oil-container.

Clean condensate:	 	 The clean condensate flows out through tube (7). The water drain hose must be 	 	
				    connected with down slope to sewage system. 
				    Don´t reduce the outgoing connection - the water must freely be able to run off! 

Checking:	 	 	 The discharging condensate has to be checked regularly and the filter have to be 	
				    exchanged in due time (depending on the load every 2-3 months) to ensure a perfect 	
				    function of the equipment.
					     - for further details see also Test and Service Log -

	 	 Important:	 If water flows out of the oil outlet, the filter are saturated or the separator is overloa	
				    ded. See also page 6 for informations.

Filtering:			   Only use original spare-filter !
				    The function of the oil-water-separtors can only be guaranteed by application by
	 	 	 	 orignal filters.
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Change of filters:	 	 Unsrew the lid. Remove the old filterscarefully from the chamber. Claen inlet 
and 	 	 filter chamber, insert the new filters.
	 	 Fill the filterroom up with claen water until water runs out of the water outlet - 	
	 	 press the filter down! The filter should be completly under water! If neccessary 	
		  take old and cracked oil from the surface of the main-chamber.
		
	 Note:	 We recommend to put the new filters several hours in clean water before it is 	
	 	 placed into the filterroom of the separator. The watering the filter- air removed 	
	 	 out of the capilars of the charcoal and therefor the filter are immediately activ!
	
	 	 The filter from the exhaust airside (2) can be changed by opening the lid of the 	
	 	 filter chamber.
		
Spare-filter:		  drukomat 15plus	 drukomat 30/31plus	 drukomat 61plus

	 Airside (2)	 1088L	 1088L		  1088L	
	 Waterside (4+6)	 W15plus	 W30plus / W31plus	 W61plus	

Checking discharged water:	 	 (see Test and Service Log)

		  A test sample can be taken from the test valve. The water must be clean and 	
	 	 claer. If the water is turbid, the filter have to be exchanged.

	 Note: 	 After the initial operation we recommend to take test samples in regular 		
		  intervals, eg every week.Changering appearance of the samples indicate the 	
	 	 remaining service life of the filter. This is an easy way for you to ascertain in 	
	 	 your particular case, how often the filters have to bechecked and when they 	
		  have to be replaced.
		  You can have discharging water analysed as its remaining oil content. Such 	
		  analysis are carried out by the Municipal Services or any licensed labatory.
		  For such analysis you need the following informations:

	 	 • 1 ltr. test sample in a glass bottle
	 	 • type of compressor and compressor oil used
	 	 • compressor size and work load, type of used drukomat plus

Disposal:	 	 The waste oil and the saturated filters have to be disposed of according to the 	
		  regulations. Please get in contact with a disposal company in your area.

Enclosures:		  Test and Service Log
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Technical information on the oil-water-separator	  drukomat plus

From time to time problems occur which require a more detailed knowledge of the devise. Here is some information 
and rules which hepl you.

Influence of the compressor oil on the efiiciency:

In the past compressor oils were only chosen to suit the compressor. The problem of the condensate disposal was 
hardly considered
The condensate is turbid and remains so even after a fairly long settling time. Under certain conditions it even builds 
up a solid foam, which swims on the water surface and prevents the function of the separator (outlet and coal choke 
up).

	 Such condensates can not be separated by the drukomat plus.
	 The same applies to other separators which operate on the same priciple.
	
When it is unused, the activated coal filter absorbs some of the oil from the emulsion but it is quickly saturated (after a 
few days our hours) and thus ineffective. The coal chokes up, the condensate level rises and the condensate flows out 
through the oil outlet.

Important:

In order to prevent the condensate from emulsifying a non-emulsifying compressor oil has tobe used. These oils are 
being offered by almost every oil producer.

	 Non-emulsifying compressor oils can be separated from water by the drukomat plus 
	 system with the known high efficiceny. Moreover, the service life of the filter is prolonged.

When are the filter saturated?

The service life of the filter depends on many factors such type of compressor, type of oil, amount of condensate, tem-
perature of condensate etc. It cannot be determined in advance for individual applications. We recommend to visually 
control the discharging condensate regularly and to exchange the filter if neccessary.

	 If water runs out of the oil outlet, it is a clear sign that the end-stage filter is saturated,
	 providing all other operating conditions are normal.

Final conclusion

Adequate operating conditions (type of oil, amount of condensate, maintenance) are must for a proper functioning of 
the device. It is thus important to inform the operatot about the way the device works, eg the importance of the choice 
of the right type of oil, etc.

	 There is no technical disadvantage for the compressors, if right non-emulsifying oils are being used.
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